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PRICE COMPUTING SCALE

SERIES S200

oL
+Modern design -
+Legal for trade @¥
+ Available in white and black colors
+ Suitable for shops and itinerant sales
+ Ultra-Low Power consumption
+ Li-on rechargeable battery °°

+ Battery lasts up to 1 month with single charge®
+ Light touch membrane keyboard with 12hot keys
+ Single 3 line LCD with backlight

+ Easy and intuitive functionality

+ High quality stainless steel pan

+RS232 communication

Order No Model Max ‘ (e) \%Srgilgr\{ P i ‘ Gallir Display: 3 line LCD display with backlight
Keyboard: Light touch waterproof membrane keyboard,

20 functional keys and 12hot keys for PLU

01-3001-101 | S200B 3/6 36kg| 1/2g| Fat | 290mmx221mm | [ ] Memory: 70 PLU

Functions: Price computing, Semiautomatic Tare, Manual
Tare, Zeroing, Sales by 100g, Quick PLU storing, Change func-
01-5001-101 |S200B6/15 | 6/15kg| 2/5g| Flat | 290mmx221mm | [ | tion. Price and Tare FIX function

Power saving functions: Auto OFF function timer,
Sleep mode timer (wake up by pressing any key),
01-7001-101 | S200B 15/30 | 15/30kg | 5/10g | Flat 290mm x 221mm . D Backlight brightness adjustment, backlight time adjustment
Interface: RS232

Communication protocols: multi communication proto-
01-3011-101 | S200L 3/6 36kg| 1/2g| Pole | 290mmx221mm | [ D cols available

Power supply: Adaptor AC 5V/500mA,
Rechargeable Li-on battery 3.7V

capacity

01-5011-101 | S200L6/15 | 6/15kg| 2/5g| Pole | 290mmx221mm | ] Battery life: up to 30 days with sleep mode
Working temperature: -10C to 40C
01-7011-101 | S200L 15/30 | 15/30kg | 5/10g | Pole | 290mmx221mm | [ ] Humidity: 15% t0 85% R

Dimensions: 350mm(L) x 336mm(W) x 125mm(H)




PRICE COMPUTING SCALE

SERIES S300 M

+ Improved version of S200 -
+ Supports external printer l:

+ Available in white and black colors

+ Suitable for shops and itinerant sales
+ Ultra-Low Power consumption
fo(2222) )

+ Li-on rechargeable battery prewes
+ Battery lasts up to 1 month with single charge®
+ Light touch membrane keyboard with 12hot keys
+ Single 3 line LCD with backlight

+ Easy and intuitive functionality

+ High quality stainless steel pan

+RS232 communication

Max ‘ (e) Display Display: 3 line LCD display with backlight

capacity version

Pan size ‘

Keyboard: Light touch waterproof membrane keyboard, 20
functional keys and 12hot keys for PLU

Memory: 1800 PLU

. . Functions: Price computing, Semiautomatic Tare, Manual
02-3301-101 | S300FM 3/6 3/6kg| 1/2g| Flat 290mm x 2Z1mim m Tare, Zeroing, Sales by 100g, Quick PLU storing, Change func-

tion, Price and Tare FIX function

02-5301-101 | S300FM 6/15 6/15kg | 2/5g| Flat 290mm x 22Tmm ||l Power saving functions: Auto OFF function timer, Sleep
mode timer (wake up by pressing any key), Backlight brightness
adjustment, backlight time adjustment

Interface: RS232

02-1411-101 | S300LM15/3 | 153kg| 05/1g| Pole | 290mmx221mm | W] gjm;'n‘i‘ga“t=g[?;'rggc'grs°gv‘;ﬁggféS”pports'abe' printer, mult

Power supply: Adaptor AC 5V/500mA,
02-3411-101 | S300LM 3/6 3/6kg| 1/2g| Pole | 290mm x 221mm ||l Rechargeable Li-on battery 3.7V

Battery life: up to 30 days with sleep mode

02-1301-101 | S300FM 1.5/3 1.5/3kg | 05/1g| Flat 290mm x 221mm |

02-7301-101 | S300FM 15/30 15/30kg | 5/10g | Flat 290mm x 221mm ]

02-5411-101 | S300LM 6/15 6/15kg| 2/5g| Pole | 290mm x 221mm [ || Working temperature: -10C to 40C

Humidity: 15% to 85% R
Dimensions: 350mm(L) x 336mm(W) x 125mm(H)

02-7411-101 | S300LM 15/30 15/30kg | 5/10g | Pole | 290mm x 221mm |l




€Psticom

PRICE COMPUTING SCALE - 48 .

SERIES S300F

+ Compact size

i@~

+ Supports external printer
+ Suitable for shops and itinerant sales

+ Ultra-Low Power consumption
+ Li-on rechargeable battery
+ Battery lasts up to 1 month with single charge® Pz22)9

. RS232
+ Capacitive keybaord

+ Single 3 line LCD with backlight
+ Easy and intuitive functionality

+ High quality stainless steel pan
+ RS232 communication

capacity version

Order Ne Model Max ‘ (e) | Display Pan size

202-1001-01 | $300F 1.5/3 210 | o . p 2 0 Display: 3 line LCD display with backlight
1000t 15/3 | 1573k 05/19 at omm x 205mm Keyboard: Capacitive waterproof keyboard, 20 functional

keys
02-3201-111 | S300F 3/6 3/6kg| 1/2g| Flat 235mm x 205mm L] Memory: 1800 PLU

Functions: Price computing, Semiautomatic Tare, Manual
02-5201-111 | S300F 6/15 6/15kg | 2/5g| Flat 235mm x 205mm L] Laorﬁ,' gﬁéglgﬂasﬂlﬁes& }Sr?cgfiSHU|Ck P storing, Erenge fune-

Power saving functions: Auto OFF function timer, Sleep

X ) mode timer (wake up by pressing any key), Backlight brightness
02-7201-111 | S300F 15/30 | 15/30kg | 5/10g | Flat 235mm x 205mm L] adjustment, backlight time adjustment

Interface: RS232

Communication protocols: supports label printer, multi
communication protocols available

02-3211-111 | S300L 3/6 3/6kg| 1/2g| Pole | 235mm x205mm [ Power supply: Adaptor AC 5V/500mA,
Rechargeable Li-on battery 3.7V

02-1211-111 | S300L 1.5/3 | 1.5/3kg | 0.5/1g | Pole 235mm x 205mm L]

Battery life: up to 30 days with sleep mode
02-5211-111 | S300L 6/15 6/15kg | 2/5g| Pole 235mm x 205mm L] .
Working temperature: -10C to 40C
Humidity: 15% to 85% R

Dimensions: 264mm(L) x 305mm(W) x 118mm(H)

02-7211-111 | S300L 15/30 | 15/30kg | 5/10¢g| Pole | 235mm x 205mm L]




BENCH SCALE ¢

SERIES S300P

Capacitive keybaord
High quality stainless steel pan
RS232 communication

+ Multipurpose compact scale \

+ Legal for trade l:

+ Fast weighing

+ Simple to use

+ Water slash proof

+ Large Display with mulitcolor display ST

+ Checkweighing function Rs232

+ Counting function

+ Supports external printer

+ Ultra-Low Power consumption

+ Li-on rechargeable battery

+ Battery lasts up to 1 month with single charge™ oo
(Y )

n

n

n

Display: Large LCD display with multicolor backlight

capacity version display Customer display: Option

Order Ne Model Max (e) Approved | Customer Pan Size ‘ Color

02-1000-101 | S300P 1.5/3 | 15/3kg|05/1 g Ves Option 235mm x 205mm . Keyb(?ard: Waterproof capacitive lfeyboard,IB fgnctpnal keys
Functions: Tare, Auto Tare, Zero, Simple weighing, Piece
. Counting, Checkweighing with backlight color change and
02-3000-101 | S300P 3/6 3/6kg| 1/2g Yes Option 235mm x 205mm B acoustic signal, Receipt printing, Totalization
, Power saving functions: Auto OFF function timer
02-5000-101 | S300P 6/15 | 6/15kg| 2/5¢ Yes Option 235mm x 205mm .
Interface: RS232
02-7000-101 | S300P 15/30| 15/30 kg | 5/10g|  Yes Option 235mm x 205mm [ | Communication protocols: Supports label printer, multi
communication protocols available
02-0000-100 |S300PT15| 15kg| 0.1g No Option 235mm x 205mm B Power supply: Adaptor AC 5V/500mA
_ Battery: Rechargeable Li-on battery 3.7V (Option)
02-2000-100 | S300P T 3 3kg| 02g¢g No Option 235mm x 205mm . Working temperature: -10C to 40C
02-4000-100 | S300P T 6 6kg| 05g  No Option | 235mm x 205mm [ | Humidity: 15% to 85% R
Dimensions: 264mm(L) x 305mm(W) x 118mm(H)
02-6000-100 | S300P T 15 15 kg 19 No Option 235mm x 205mm .
02-8000-100 | S300P T 30 30 kg 19 No Option 235mm x 205mm .




BENCH SCALE

SERIES S300PM

Multipurpose compact scale
Legal for trade

Fast weighing

Simple to use

Large Display with mulitcolor di
Checkweighing function
Counting function

Supports external printer
Ultra-Low Power consumption
Li-on rechargeable battery

Capacitive keybaord
High quality stainless steel pan
RS232 communication

+ + + + 4+ 4+ + A+ A+ o+ + o+

splay

Battery lasts up to T month with single charge*

€euico,,

Order Ne Model c a,\pflaacxity Afeprrs%ﬁd C(ijisstglrgfr Pan Size
02-1100-101 | S300PM 1.5/3 | 1.5/3kg [0.5/1g Yes Option 290mm x 221mm .
02-3100-101 | S300PM 3/6 3/6kg| 1/2¢ Yes Option 290mm x 221Tmm .
02-5100-101 | S300PM 6/15 6/15kg| 2/59 Yes Option 290mm x 221Tmm .
02-7100-101 | S300PM 15/30 | 15/30kg | 5/10g Yes Option | 290mmx221mm | [
02-0100-100 | S300PM T 1.5 15kg| 0.1g No Option 290mm x 221Tmm .
02-2100-100 | S300PM T 3 3kg| 0.2g No Option | 290mmx221mm | [
02-4100-100 | S300PM T 6 6kg| 05g No Option 290mm x 221mm .
02-6100-100 | S300PM T 15 15 kg 19 No Option 290mm x 221Tmm .
02-8100-100 | S300PM T 30 30kg 19 No Option 290mm x 221mm .

N2

@

RS232

Display: LCD display with backlight
Customer display: Option
Keyboard: Waterproof capacitive keyboard, 6 functional keys

Functions: Tare, Auto Tare, Zero, Simple weighing, Piece
Counting, Checkweighing, Receipt printing, Totalization

Power saving functions: Auto OFF function timer
Interface: RS232

Communication protocols: Supports label printer, multi
communication protocols available

Power supply: Adaptor AC 5V/500mA
Battery: Rechargeable Li-on battery 3.7V (Option)
Working temperature: -10C to 40C
Humidity: 15% to 85% R

Dimensions: 336mm(L) x 35Tmm(W) x 125mm(H)



SERIES E
+ Detachable indicator pole from stainless steel AlSI 304
+ Top cover from stainless steel AlSI 304 °

) cee
+ Powder coated paint structure
+ Single point aluminum load cell with OIML 4
+ Indicator Si10 g

1

+ Interface RS232

+ Factory Metrological Verifcation

Maigljoad Di\[/ei’sgion Pla‘nz%rm)size

201-1001-01 Si10 E3/6 30%30 3/6 1/2 ™M) 300x300 19-015 Li-on Battery 7.4v
201-1001-02 Si10 E6/1530%30 6/15 2/5 ™) 300x300 71-017 RS232 Cable 2m (803)

201-1001 Si10 E 15/30 30*30 15/30 5/10 Yl 300x300 19-600 4-20mA analog interface

201-1002 Si10 E 30/60 30%40 30/60 10/20 ™| 300x400 19-601 Real time clock
201-1003-01 Si10 E 30/60 40*50 30/60 10/20 ™| 400x500 19-602 Alibi memory
201-1003-02 | Si10E60/12040*50 | 60/120 20/50 M| 400x500 19-651 Indicator Si30 upgrade
201-1003-03 Si10 E 150 40%50 150 50 M| 400x500 19-652 Indicator Si10S upgrade
201-1004-01 Si10 E 150 45*60 150 50 ™ 450x600 19-653 Indicator Si30S upgrade
201-1004-02 Si10 E 300 45*60 300 100 ™ 450x600 19-654 Indicator Si10SP upgrade
201-1006-01 Si10 E 300 70*80 300 100 ™| 700x800 19-655 Indicator Si30SP upgrade




FLOOR SCALE

SERIES B

+ Top chequered plate

+ Welded tubular structure

+ Powder coated paint

+ Accuracy Il

+4pcs Shear Beam load cells EP-4A with OIML
+ ABS Junction box

+ Indicator Si10

+ Interface RS232

+ Factory Metrological Verifcation

Platform size
(mm)

Max load kg | Division e,g

Order Ne Indicator options

202-1001-01 | Si10B 600 10*10 600 200 ™) 10001000 (901 Li-on Battery 74v
202-1002-01 | Si10B 1500 10*10 1500 500 ™) 1000x1000

202-1012-01 Si10 B 600 12*10 600 200 Y] 1250x1000 71-017 RS232 Cable 2m (803)
202-1012-02 | Si10B 1500 12*10 1500 500 ™) 12501000

202-1013-01 | Si10B 3000 12*10 3000 1000 ™) 12501000 19-600 4-20mA analog interface
202-1003-01 | Si10B 600 12*12 600 200 ™ 1250x1250

202-1003-02 | Si10B 1500 12*12 1500 500 ™ 1250x1250 19-601 Real time clock
202-1003-03 | Si10B 3000 12*12 3000 1000 ™| 1250x1250

202-1004-01 | Si10 B 60O 15*12 600 200 ™ 1500x1250 19-602 Alibi memory
202-1005-01 | Si10B 1500 15*12 1500 500 ™) 1500x1250 . indicator Si30 upgrade
202-1005-02 | Si10B 3000 15*12 3000 1000 ™ 1500x1250

202-1006-01 | Si10B 600 15*15 600 200 ™ 1500x1500 19-657 Indicator $i10S upgrade
202-1006-02 | Si10B 1500 15*15 1500 500 ™ 15001500

202-1007-01 | Si10 B 3000 15*15 3000 1000 ™) 15001500 19-653 Indicator Si30S upgrade
202-1008-01 | Si10B 1500 20*15 1500 500 ™) 2000x1500

202-1008-02 | Si10B 3000 20*15 3000 1000 ™) 2000x1500 19-654 Indicator Si10SP upgrade
202-1003-01 | Si10 B 5000 20*15 5000 2000 ™) 2000x1500

202-1010-01 | Si10 B 3000 20%20 3000 1000 ™ 2000x2000 19-699 Indicator Si30SP upgrade
202-1011-01 | Si10 B 5000 20*20 5000 2000 ™ 2000x2000

Platform sizes may have tolerance of £10mm



FLOOR SCALE h

SERIES BF

+ Heavy Duty structure

+ Suitable for pit installation

+ Top service access for Load cells and JB
+ Top chequered plate

+ Powder coated paint

+ Accuracy Il

+4pcs Shear Beam load cells EP-4A with OIML
+ ABS Junction box

+ Indicator Si10

+ Interface RS232

+ Factory Metrological Verifcation

Max load kg | Division e,g Plat[;)nrrrg)sue Order Ne Indicator options

203-1001-01 Si10 BF 600 1010 600 200 M| 1000x1000 19-015 Li-on Battery 7.4v
203-1002-01 Si10 BF 1500 10%10 1500 500 M 1000x1000 71-017 RS232 Cable 2m (803)
203-1003-01 Si10 BF 600 12*12 600 2000 M 1250x1250 19-600 4-20mA analog interface
203-1003-02 | Si10 BF 1500 12*12 1500 500 M| 1250x1250 19-601 Real time clock
203-1004-01 Si10 BF 600 1515 600 200 M| 1500x1500 19-602 Alibi memory
203-1004-02 | Si10 BF 1500 15*15 1500 500 M| 1500x1500 19-651 Indicator Si30 upgrade
203-1005-01 Si10 BF 3000 15*15 3000 1000 M 1500x1500 19-652 Indicator Si10S upgrade
203-1006-01 Si10 BF 3000 20%20 3000 1000 M| 2000x2000 19-653 Indicator Si30S upgrade
203-1007-01 Si10 BF 5000 20%20 5000 2000 M| 2000x2000 19-654 Indicator Si10SP upgrade
Fltform sizes may have tolerance of <10 19-655 Indicator Si30SP upgrade




RAMPS

SERIES B/BF
Order Ne Model DesrcT:imption Wx I_SlxzeH mm
202-0001 B-RP —EEP 10*10 | Ramp for platform: 1000x1000 | 1000x800x110
202-0002 B-RP —EEP 12*12 | Ramp for platform: 1250x1250 | 1250x800x110
202-0003 B-RP — EEP 15*15 | Ramp for platform: 1500x1500 | 1500x800x110
202-0004 B-RP—EEP 10*10 | Ramp for platform: 1000x1000 | 1000x1000x110
202-0005 B-RP—EEP 12*12 | Ramp for platform: 1250x1250 | 1250x1000x110
202-0006 B-RP — EEP 15*15 | Ramp for platform: 1500x1500 | 1500x1000x110
202-0007 B-RP — EEP 10*10 | Ramp for platform: 1000x1000 | 1000x1300x110
202-0008 B-RP — EEP 12*12 | Ramp for platform: 1250x1250 | 1250x1300x110
202-0009 B-RP — EEP 15*15 | Ramp for platform: 1500x1500 | 1500x1300x110
Platform sizes may have tolerance of +10mm
S E R | E S B F Frame for installation of scale BF into a pit
Order Ne Model Description Wl
203-0001 | BF-EEP10*10 | Pit frame for platform : 1000x1000 | 1020x1020x110
203-0002 | BF—EEP12*12 | Pitframe for platform: 1250x1250 | 1270x1270x110
203-0003 | BF—EEP 15*12 | Pit frame for platform: 1500x1250 | 1520x1270x110
203-0004 | BF—EEP15*15 | Pit frame for platform: 1500x1500 | 1520x1520x110
203-0005 | BF—EEP20*20 | Pit frame for platform: 2000x2000 | 2020x2020x170

Platform sizes may have tolerance of +10mm




DRIVE THROUGH h

FLOOR SCALE "
SERIES DF
+ Low profile structure
+ Height only 45mm

+ 1 ramp 500mm length

+ Top chequered plate or smooth plate under request
+ Powder coated paint

+ Accuracy class Ill

+4pcs Shear Beam load cells EP-4A with OIML

+ ABS Junction box

+ Indicator SI10

+ Interface RS232

+ Factory Metrological Verifcation

Platform size

Max load kg | Division e,g W (mm) Order Ne Indicator options
204-1001-01 Si10 DF 300 7.5*7.5 300 100 M 750x750 19:015 Li-on Battery 7.4v
204-1001-02 | Si10 DF6007.5%7.5 600 200 M 750x750
204-1002-01 Si10 DF 600 10*10 600 200 M| 1000x1000 71-017 RS232 Cable 2m (803)
204-1002-02 | Si10 DF 1500 10*10 1500 500 M 1000x1000
204-1003-01 Si10 DF 600 12%12 600 200 M 1250x1250 19-600 4-20mA analog interface
204-1003-02 | Si10 DF 1500 12*12 1500 500 M 1250x1250
204-1004-01 | Si10 DF 600 15*15 600 200 ™) 1500x1500 19-601 Real time clock
204-1004-02 | Si10 DF 1500 15*15 1500 500 M 1500x1500
Platform sizes may have tolerance of +10mm 19-602 Alibi memory
e e ol Description Size 19-651 Indicator Si30 upgrade
mm mm
19-652 Indicator Si10S upgrade
204-0001 DF-RP7.5*7.5 Ramp for platform 750x750 750x500
204-0002 DF-RP 10%10 Ramp for platform 1000x1000 1000x500 19-653 Indicator Si30S upgrade
204-0003 DF-RP 12*12 Ramp for platform 1250x1250 1250x500
204-0004 DF-RP 15*15 Ramp for platform 1500x1500 1500x500 19-654 Indicator Si10SP upgrade
204-0005 STOP DF7.5*75 Go through stop 750x750 750
204-0006 STOP DF 10*10 Go through stop 1000x1000 1000 19-655 Indicator Si30SP upgrade
204-0007 STOP DF 12*12 Go through stop 1250x1250 1250
204-0008 STOP DF 15%15 Go through stop 1500x1500 1500

Platform sizes may have tolerance of +10mm




DRIVE THROUGH b

SERIES DL (e
+ Low profile structure
+ Height only 45mm Rs232

+ Integrated ramps on both sides, 200mm length

+ Top surface smooth plate 4mm .o:o.

+ Powder coated paint (white color for hospitals)
+ Wheels and handle for easy transport (Option)
+ Accuracy class Il

+4pcs Shear Beam load cells EP-4A with OIML
+ ABS Junction box

+ Indicator SI10

+ Interface RS232

+ Factory Metrological Verifcation

Max load | Divisi Platfi i Weighi f ] ]
a)ligoa |\Q’sg|on M a ((r)nrrrg)sue el\?v)!lgg(nsqtrlrz)ace Order Ne Indicator options

204-2001 Si10 DL 300 88 300 100 M| 960x1200x91 800x800 19-015 Li-on Battery 7.4v
204-2001-01 Si10 DL 600 8*8 600 200 M| 960x1200x91 800x800 71-017 RS232 Cable 2m (803)
204-2002 Si10 DL 300 10*10 300 100 M 1160x1200x91 1000x1000 19-600 4-20mA analog interface
204-2002-01 Si10 DL 600 10%10 600 200 M| 1160x1400x91 1000x1000 19-601 Real time clock
204-2002-02 Si10 DL 1500 10*10 1500 500 M| 1160x1400x91 1000x1000 19-602 Alibi memory
204-2003 Si10DL 300 12*12 300 100 M 1360x1600x91 1200x1200 19-651 Indicator Si30 upgrade
204-2003-01 Si10 DL 600 12%12 600 200 M| 1360x1600x91 1200x1200 19-652 Indicator Si10S upgrade
204-2003-02 Si10 DL 1500 12*12 1500 500 M| 1360x1600x91 1200x1200 19-653 Indicator Si30S upgrade
Platform sizes may have tolerance of +10mm 19.65 Indicator Si10SP upgrade
19-655 Indicator Si30SP upgrade




PALLET SCALE h

SERIES PL

+ Suitable for weighing of EUR pallets 1200*800mm
+ Easy mobility with wheels and handle

+ Powder coated paint

+ Accuracy class Il

+4pcs Shear Beam load cells EP-4A with OIML

+ ABS Junction box

+ Indicator SI10

+ Rechargeable Li-on battery

+ Interface RS232

+ Factory Metrological Verifcation

Max load kg | Division e,g Plan;%rm)size Order Ne Indicator options

205-1002-01 Si10 PL 600 600 200 M 1224x840x87 19-015 Li-on Battery 7.4v
205-1002-02 Si10 PL 1500 1500 500 M 1224x840x87 71-017 RS232 Cable 2m (803)
205-1002-03 Si10 PL 3000 3000 1000 M| 1224x840x87 19-600 4-20mA analog interface
Platform sizes may have tolerance of +10mm )
19-601 Real time clock

19-602 Alibi memory

19-651 Indicator Si30 upgrade
19-652 Indicator Si10S upgrade
19-653 Indicator Si30S upgrade
19-654 Indicator Si10SP upgrade

19-655 Indicator Si30SP upgrade




PALLET SCALE b

SERIES PL-F M
+ Suitable for weighing pallets with size: 1200*800mm and 1200*1000mm

+ Easy mobility with wheels and handle
+ Powder coated paint 23z
+ Accuracy class Il °
+4pcs Shear Beam load cells EP-4A with OIML oo

+ Junction box from ABS

+ Indicator SI10

+ Rechargeable Li-on battery

+ Interface RS232

+ Factory Metrological Verifcation

Max load kg | Division e,g Platform size (mm) Order Ne Indicator options

205-1012-01 Si10 PL-F 600 600 200 M| 1224x1000x87 19-015 Li-on Battery 7.4v
205-1012-02 | Si10 PL-F 1500 1500 500 M 1224x1000x87 71-017 RS232 Cable 2m (803)
205-1013-01 Si10 PL-F 3000 3000 1000 M| 1224x1000x87 19-600 4-20mA analog interface
Platform sizes may have tolerance of +10mm 19601 Real time clock
19-602 Alibi memory
19-651 Indicator Si30 upgrade
19-652 Indicator Si10S upgrade
19-653 Indicator Si30S upgrade
19-654 Indicator Si10SP upgrade

19-655 Indicator Si30SP upgrade




N
m

PLATFORM SCALE INOX

+ Tubular structure AlSI 304

+ Indicator pole AISI 304

+ Plate cover AISI 304 rez3z

+ Single point aluminum load cell with waterproof protection °

+ Stainless steel indicator Si10S A

+ Li-on Battery 7.4v included

+ Factory Metrological Verifcation 4
_ 0I5B,

201-1141-01 | Si10S E-SS 6/1530%30 15 2/5 M| 300x300 19-015 Li-on Battery 7.4v
201-1141 Si10S E-SS 15/30 30%30 30 5/10 M| 300x300 71-017 RS232 Cable 2m (803)
201-1142 Si10S E-SS 30/60 30*40 60 10/20 M| 300x400 19-600 4-20mA analog interface

201-1143-01 | Si10S E-SS 30/60 40*50 60 10/20 M| 400x500 19-601 Real time clock

201-1143-02 | Si10S E-SS 150 40*50 150 50 M| 400x500 19-602 Alibi memory

201-1144-01 Si10S E-SS 150 45*60 150 50 M| 450x600 19-653 Indicator Si30S upgrade

201-1144-02 Si10S E-SS 300 45*60 300 100 M 450x600 19-654 Indicator Si10SP upgrade

201-1146-01 | Si10S E-SS 300 70*80 300 100 M| 700x800 19-655 Indicator Si30SP upgrade




FLOOR SCALE INOX ¢

+ Smooth plate 4mm AISI 304

+ Tubular structure AlSI 304

+4pcs shear beam stainless steel load cells fezs2

+ Stainless steel junction box AISI 304 °

+ Stainless steel indicator Si10S coe

+ Li-on Battery 7.4v included

+ Factory Metrological Verifcation 4
e

Platform size

Max load kg | Division e,g (mm) Order Ne Indicator options
202-1141-01 | Si10S B-SS 300 8*8 300 100 ™ 800x800 (001 Li-on Battery 74v
202-1141-02 | Si10S B-SS 600 8*8 600 200 ™ 800x800
202-1142-01 Si10S B-SS 600 10*10 600 200 M 1000x1000 71-017 RS232 Cable 2m (803)
202-1143-01 | Si10S B-SS 1500 10*10 1500 500 ™ 1000x1000
202-1144-01 | Si10S B-SS 600 12*10 600 200 ™ 1250x1000 19-600 4-20mA analog interface
202-1144-02 | Si10S B-SS 1500 12*10 1500 500 ™ 1250x1000
202-1145-01 | Si10S B-SS 600 12*12 600 200 ™ 1250x1250 19-601 Real time clock
202-1145-02 | Si10S B-SS 1500 12*12 1500 500 ™ 12501250
202-1146-01 | Si10S B-SS 600 15*12 600 200 ™ 15001250 19-602 Alibi memory
202-1146-02 | Si10S B-SS 1500 15*12 1500 500 ™ 15001250 19653 Indicator SI30S upgrade
202-1146-03 | Si10S B-SS 3000 15*12 3000 1000 ™ 15001250
202-1148-01 | Si10S B-SS 600 15*15 600 200 ™ 15001500 19-652 Indicator Si10SP upgrade
202-1148-02 | Si10S B-SS 1500 15*15 1500 500 ™ 15001500
202-1149-01 | Si10S B-SS 3000 15*15 3000 1000 ™ 15001500 19-655 Indicator Si30SP upgrade




FLOOR SCALE INOX

SERIES B-SS-O

+ Gas spring opening of top plate
+ Smooth plate 6mm AISI 304

+ Tubular structure AISI 304

+ 4pcs shear beam stainless steel load cells
+ Stainless steel junction box AISI 304
+ Stainless steel indicator Si10S
+ Li-on Battery 7.4v included

+ Factory Metrological Verifcation

Max load kg | Division e,g : Plat[%rnr?)size Order Ne Indicator options

203-1162-01 | Si10S B-SS-0 600 1010 600 200 ™ 1000x1000 .
— 19-015 Li-on Battery 7.4v
203-11662-02 | Si10S B-SS-0 15001010 | 1500 500 ™ 1000x1000
203-1163-01 Si10S B-SS-0 600 12*12 600 200 M) 1250x1250 71-017 RS232 Cable 2m (803)
203-1163-02 | Si10S B-SS-0 1500 12%12 1500 500 ™ 1250x1250
203-1164-01 | Si10S B-SS-0 600 15*12 600 200 ™ 1500x1250 19-600 4-20mA analog interface
203-1164-02 | Si10S B-SS-0 1500 15%12 1500 500 ™ 1500x1250
203-1164-03 | Si10S B-SS-0 3000 15*12 3000 1000 ™ 1500x1250 19-601 Real time clock
203-1165-01 | Si10S B-SS-0 600 15*15 600 200 ™ 1500x1500 -
203-1165-02 | Si10S B-SS-0 1500 1515 | 1500 500 ™ 1500x1500 19-602 Alibi memory
- - i -QQ. * M
203-1166-01 | Si10S B-SS-0 3000 15*15 3000 1000 ™ 1500x1500 19653 Indicator SI30S upgrad
19-654 Indicator Si10SP upgrade
19-655 Indicator Si30SP upgrade




RAMPS

SERIES B-SS

+ Ramp

+ Made of AlSI 304 steel

Order Ne Model Description Wl

202-0041 B-RP—EEP 10*10 | Ramp for platform: 1000x1000 | 1000x800x110
202-0042 B-RP—EEP 12*12 | Ramp for platform: 1250x1250 | 1250x800x110
202-0043 B-RP—EEP 15*15 | Ramp for platform: 1500x1500 | 1500x800x110
202-0044 B-RP —EEP 10*10 | Ramp for platform: 1000x1000 | 1000x1000x110
202-0045 B-RP —EEP 1212 | Ramp for platform: 1250x1250 | 1250x1000x110
202-0046 B-RP—EEP 1515 | Ramp for platform: 1500x1500 | 1500x1000x110
202-0047 B-RP—EEP 1010 | Ramp for platform: 1000x1000 | 1000x1300x110
202-0048 B-RP—EEP 12*12 | Ramp for platform: 1250x1250 | 1250x1300x110
202-0049 B-RP— EEP 1515 | Ramp for platform: 1500x1500 | 1500x1300x110

Platform sizes may have tolerance of +10mm

PIT FRAME

SERIES B-SS-O

+ Pit frame

+ Made of AlSI 304 steel

Model

Description
mm

Size
W xLxHmm

203-0041 BF-SS EEP 1010 | Pit frame for platform : 1000x1000 | 1020x1020x110
203-0042 BF-SS EEP 12%12 | Pit frame for platform: 1250x1250 | 1270x1270x110
203-0043 BF-SS EEP 15%12 | Pit frame for platform: 1500x1250 | 1520x1270x110
203-0044 BF-SS EEP 15*15 | Pit frame for platform: 1500x1500 | 1520x1520x110

Platform sizes may have tolerance of +10mm




LOW PROFILE SCALE INOX h

+ Low profile structure
+ Single ramp
+ Height 50mm
+ Tubular frame from AISI 304 g
+4pcs shear beam stainless steel load cells
+ Junction box from AISI 304 .o:o.
+ Stainless steel indicator Si10S
+ Li-on Battery 7.4v included
+ Approved type 4
+ Factory Metrological Verification —
Order No Max load kg | Division e Platiom size
2 g .9 (mm)
204-1041-01 Si10S DF-SS 300 8*8 300 100 M| 800x800
204-1041-02 | Si10S DF-SS 600 8*8 600 200 M| 800x800
204-1042-01 Si10S DF-SS 600 10*10 600 200 M 1000x1000
204-1042-02 | Si10S DF-SS 1500 10%10 1500 500 M 1000x1000
204-1043-01 Si10S DF-SS 600 12*10 600 200 M 1250x1000
204-1043-02 | Si10S DF-SS 1500 12*10 1500 500 M 1250x1000
204-1044-01 Si10S DF-SS 600 12*12 600 200 M 1250x1250 Order Ne Indicator options
204-1044-02 | Si10S DF-SS 1500 12*12 1500 500 M 1250x1250
204-1045-01 Si10S DF-SS 600 15*15 600 200 M 1500x1500 19-015 Li-on Battery 7.4v
204-1045-02 | Si10S DF-SS 1500 15*15 1500 500 M 1500x1500
Platform sizes may have tolerance of +10mm 71-017 RS232 Cable 2m (803)
- ; 19-600 4-20mA analog interface
Description Size
Order Ne Model mm mm
2040041 | DF-SS-RP8*8 Ramp for platform 800x800 800x500 19-601 Feal time clock
204-0042 DF-SS-RP 10*10 Ramp for platform 1000x1000 1000x500 19-602 Alibi memory
204-0043 DF-SS-RP 12*12 Ramp for platform 1250x1250 1250x500
204-0044 DF-SS-RP 15*15 Ramp for platform 1500x1500 1500x500 19-653 Indicator Si30S upgrade
204-0045 STOP DF-SS-0 8*8 Go through stop 800x800 800
204-0046 STOP DF-SS-0 1010 Go through stop 1000x1000 1000 19-654 Indicator Si10SP upgrade
204-0047 STOP DF-SS-0 1212 Go through stop 1250x1250 1250
204-0048 | STOP DF-SS-0 15*15 Go through stop 15001500 1500 19655 Indicator Si30SP upgrade

Platform sizes may have tolerance of +10mm




LOW PROFILE SCALE INOX

SERIES DF-5S-OPEN M
+ Low profile structure
+ Single ramp

+ Height 55mm
+ Opening of the top plate with gas springs for easy cleaning Rs232

+ Tubular frame from AIS| 304

+ 4pcs shear beam load cells from stainless steel ..:..

+Junction box from AISI 304

+ Stainless steel indicator Si10S
+ Approved type

+ Factory Metrological Verification

Max load
kg

Division Platform size
eg (mm)

204-1061-01 | Si10S DF-SS-0 300 8*8 300 100 ™M 800x800
204-1061-02 | Si10S DF-SS-0 600 8*8 600 200 ™M 800x800
204-1062-01 | Si10S DF-SS-0 600 10*10 600 200 ™M 1000x1000
204-1062-02 | Si10S DF-SS-0 1500 10%10 1500 500 ™M 1000x1000
204-1063-01 | Si10S DF-SS-0 600 12*10 600 200 ™M 1250x1000
204-1063-02 | Si10S DF-SS-0 600/1500 12*10 1500 500 M| 1250x1000
204-1064-01 | Si10S DF-SS-0 600 12*12 600 200 ™M 1250x1250
204-1064-02 | Si10S DF-SS-0 1500 12*12 1500 500 ™M 1250x1250 oz s
204-1065-01 | Si10S DF-SS-0 600 15*12 500 200 ™M 1500x1250
204-1065-02 | Si10S DF-SS-0 1500 15*12 1500 500 MI 1500x1250 19:015 Li-on Battery 7.4v
204-1066-01 | Si10S DF-SS-0 600 15*15 600 200 M 1500x1500
204-1066-02 | Si10S DF-SS-0 1500 15*15 1500 500 ™M 1500x1500 71017 RS232 Cable 2m (803)
Platform sizes may have tolerance of +10mm
e e ol Description Size 19-600 4-20mA analog interface
mm mm
19-601 Real time clock
204-0061 DF-SS-0-RP 8*8 Ramp for platform 800x800 800x500
204-0062 DF-SS-0-RP 10*10 Ramp for platform 1000x1000 1000x500 19-602 Alibi memory
204-0063 DF-SS-0-RP 12*12 Ramp for platform 1250x1250 1250x500
204-0064 DF-SS-0-RP 15*15 Ramp for platform 1500x1500 1500x500 19-653 Indicator Si30S upgrade
204-0065 STOP DF-SS-0 8*8 Go through stop 800x800 800
204-0066 | STOP DF-SS-0 10*10 Go through stop 1000x1000 1000 19-654 Indicator Si10SP upgrade
204-0067 STOP DF-SS-0 12*12 Go through stop 1250x1250 1250
2040068 | STOP DF-SS-015*15 Go through stop 1500x1500 1500 19-655 | Indicator Si30SP upgrade

Platform sizes may have tolerance of +10mm



PALLET SCALE INOX

SERIES PL-SS M
+ Suitable for weighing of EUR pallets 1200*800mm

+ Easy mobility with wheels and handle
+ Stainless steel structure 5232
+ Accuracy class Il °
+4pcs shear beam load cells from stainless steel oo

+dJunction box from stainless steel
+ Interface RS232

+ Indicator Si10S

+ Li-on Battery 7.4v included

Platform size

Max load kg | Division e,g

Order Ne Indicator options

(mm)
205-1042-01 Si10S PL-SS 600 600 200 M| 1224x840x87 19-015 Li-on Battery 7.4v
205-1042-02 | Si10S PL-SS 1500 1500 500 M| 1224x840x87 71-017 RS232 Cable 2m (803)
205-1043-01 Si10S PL-SS 3000 3000 1000 M| 1224x840x87 19-600 4-20mA analog interface

Platform sizes may have tolerance of +10mm )
19-601 Real time clock

19-602 Alibi memory

19-653 Indicator Si30S upgrade

19-654 Indicator Si10SP upgrade

19-655 Indicator Si30SP upgrade




PALLET SCALE INOX b

SERIES PL-F-SS M
+ Suitable weighing of EUR pallets 1200*800mm and 1200*1000mm

+ Easy mobility with wheels and handle
+ Stainless steel structure 23z
+ Accuracy class Il °
+4pcs shear beam load cells from stainless steel oo

+dJunction box from stainless steel
+ Rechargeable Li-on battery

+ Interface RS232

+ Indicator Si10S

I\/|a>lig|0ad Di\230n Plat[(;]rm)size
205-1052-01 Si10S PL-F-SS 600 600 200 M| 1224x1000x87 19-015 Li-on Battery 7.4v
205-1052-02 | Si10S PL-F-SS 1500 1500 500 M| 1224x1000x87 71-017 RS232 Cable 2m (803)
205-1053-01 Si10S PL-F-SS 3000 3000 1000 M| 1224x1000x87 19-600 4-20mA analog interface

Platform sizes may have tolerance of +10mm )
19-601 Real time clock

19-602 Alibi memory

19-653 Indicator Si30S upgrade

19-654 Indicator Si10SP upgrade

19-655 Indicator Si30SP upgrade




